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Compás satelitario

Display de 5.7 pulgadas de alta visibilidad
Balanceo, cabeceo, ROT y HEAVE integrados
Rápida respuesta de seguimiento (ROT 45°/seg)
Gran gama de nuevos modos de presentación
Rumbo dinámico con precisión 0.5° rms
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– el compás satelitario JLR-21 establece un nuevo estándar con su alto rendimiento y sus nuevas funciones

desde 1915

JMA-9172-SAIMO approved √

Receiver type Multi channel all-in-view (12ch + 1ch SBAS)

Frequency 1575.42MHz ± 1MHz (C/A code)

Direction accuracy 0.5º rms

Display resolution 0.1º

Resolution output 0.1º or 0.01º (selectable)

Tracking Rate of Turn 45º/sec

Tracking acceleration 1G

Roll/pitch output -60º to 60º

Startup time less than 2 minutes (warm start fix)

DGPS input RTCM SC-104 version 2.0 (type 1, 2, 9, 16)

SBAS receiver Built-in (WAAS/EGNOS/MSAS)

RAIM function Built-in

Position accuracy 12m 2drms (C/A code, HDOP=<4, SA OFF)
6m 2drms when SBAS corrected
4m 2drms when DGPS corrected (when connected to beacon receiver)

Display 5.7-inch LCD, 320 by 240 pixels

Operating keys & backlight 12 keys, LED (display and backlight keys)

Dimmer levels 4 levels (bright, medium, dark, off)

Display modes Compass rose, bow heading, navigation, rate of turn (ROT), water/ground speed, trend graph, calculation, GPS status

Output ports 5 independent working NMEA0183 ports

NMEA0183 version 1.5, 2.1, 2.3

Transmission speed 4800, 9600, 19200, 38400, 57600 bps

Output interval 20ms, 25ms, 50ms, 100ms, 200ms, 500ms, 1s, 2s, 3s, 4s, 5s, 6s, 7s, 8s, 9s

Sentence1 IEC61162/NSK (shared) 5 ports (AD10 output available: 2 of 5 ports)
IEC61162 output: HDT, THS, ROT, ZDA, GGA, VTG, RMC, GBS, DTM, GSA, GSV, GNS, MSS, GST, GLL, ALR, ATT, HVE

Current data input 1 port (CUR, VBW)

Alarm contact signal 2 ports (alarm output), 1 port (ACK input)

LOG pulse 1 port (off, 200p/nm, 400p/nm)

Power 12V to 24 V DC (-10% to +30%)

Power consumption 12 W (including sensor), 6 W (excluding sensor)

Ambient conditions -15° to 55°C (operating), -25° to 70°C (storage)

Waterproof IPX4 (display), IPX6 (sensor)

NWZ-4701 Weight 2,3 kg

Cutout dimensions
for flush mounting 
Height  116 mm 
Width  220 mm 
Depth  64 mm

NNN-21 Weight 5,9 kg

built in processor unit

Display

Antenna

System diagram RMS

JLR-21

5.7”

230 mm
268 mm

621 mm

450 mm

70 mm

85 mm

20 mm

142 mm

285 mm
561 mm

or 

Sensor cable (10 m) 

Power cable (2 m)  

The standard scope of supply may 
vary depending on sales region.

Serial data cable (3 m)  

NNN-21 (JLR-21)  NNN-31 (JLR-31)  JLR-4341 (DGPS)

Radar
ECDIS/GPS plotter
Current meter
AIS
GPS repecon

Standard
Option

Power 12V DC (for DGPS receiver)  

12V to 24V DC 

Selectable sentences depend on version. ATT and HVE sentence can be set from output cycles of 25ms, 100ms, 200ms, 1s, 2s only.
Some combinations of output sentence, bit rates, and output intervals may not be possible.

1.

3D 
Dynamic Sensor™

The maximum cable length between antenna and display is 50 m. Note that extensions should be of a shielded 
multicore cable to prevent noise or attenuation.
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JLR-21
– advanced technology

JLR-21
– características

JLR-21
– unique functions

Remote Maintenance System (RMS)
JRC has the ability to cost-effectively monitor performance and functionality of the JLR-21 while at sea, 
significantly reducing downtime and maintenance costs. More at jrceurope.com/support ▸

Display modes
The JLR-21 incorporates many display modes readily available on 
a highly visible 5.7 inch LCD display. The display is fully dimmable 
and the keys are also backlit, making it easy to operate in low-
light settings on the bridge. 

Simple operation
The compact design of the JLR-21 incorporates an intuitive 
interface, providing enhanced ergonomics and user friendliness. 
The logic of the controls and excellent on-screen menus will 
greatly shorten most users’ learning period.  

Installation and maintenance
The JLR-21 display is compactly designed and can be mounted virtually 
anywhere. The three-antenna system is exclusively designed by JRC, making 
it far more reliable than conventional antenna systems. The system has 
a short start-up time (less than 2 minutes). Maintenance is not required, 
making it less expensive to maintain than a standard gyro system. 

Interfaces
The new GPS compass integrates 5 independent working NMEA output ports, which allows for 
connection to a wide range of onboard navigation equipment, such as radar, plotter, autopilot, 
sonar or other navigation devices.

Trend graph
The new trend graph display 
mode shows a history of roll, 
pitch and heave and SOG as 
an easy-to-read graphical 
view. Selections can be 
made to show maximum or 
average results.

Measuring tool
The GPS compass allows calculation 
of distance and bearing between 
any two points, supporting Rhumb 
Lines (RL) for the short legs and 
Great Circle (GC) for long distance 
legs. Also, a trip log function comes 
standard for distance and heading. 

CCRP and 
Anchor watch
The JLR-21 has CCRP1 function 
incorporated, allowing the transfer 
of CCRP sentences to other onboard 
equipment and anchor watch alerts 
the watch officer of possible anchor 
dragging situations.Antenna design

The processor is built into the antenna. Eliminating 
alignment between antenna and processor found 
in separate systems, therefore contributing to an 
easy setup with less error and significantly reduced 
installation time. This concept also reduces the 
installation costs as only a single cable is used 
between antenna and display unit.

The outer shell of JRC’s new antenna system has 
a smooth surface. This slippery exterior makes it 
almost impossible for birds to perch on the domes 
or for the antennas to be completely covered in 
snow.

Should something interfere with the coverage, JRC’s 
proven antenna design incorporates a layer of air 
that reduces possible blind spots, allowing for a 
more precise heading than conventional systems. 

JLR-21 and IMO recommendations

RMS

· JRC proven high performance antenna design

· Conventional antenna system

NNN-21

Heave
OFF

Heave
ON

Standard in the box
∙ Display
∙ Antenna
∙ Cables
∙ Installation parts
∙ Spare parts
∙ Manual

Cables
∙ Power cable display 2 m
∙ Serial data cable 3 m
∙ Display to antenna2 10 m

Options
∙ Serial data cable 
∙ Beacon ext. cable   
∙ Flush mount kit  
∙ AC power rectifier 
∙ DGPS receiver 

CFQ-5374 (3 m)
CFQ-7250 (3 m data, 0,4 m pwr)
MPBC43664
NBG-320 
JLR-4341

See all options jrceurope.com ▸ 

Consistent Common Reference Point The cable length may vary depending on sales region.1. 2.

 sticasíCaracter

Traditionally, the means used to measure the heading of a ship has been a mechanical gyrocompass and/
or a traditional magnetic compass. With the adoption of the new installation requirements in SOLAS-V, 
all passenger ships and all ships from 300 to 500 GT travelling international routes can now install a 
new technology directional sensor, the Transmitting Heading Device (THD).  JRC's new JLR-21 has been 
approved as both a THD and a GNSS (GPS). 

The approval allows for 
installation as a primary 
heading device on vessels 
up to 500 GT and for 
vessels over 500 GT, 
two or more could be 
installed as GNSS (GPS) or 
backup heading device 
depending upon flag/
class agreement.

GPS compass

No

approx 2 min.

High speed

Good

No

No 

Gyro compass

Yes

about 4 hours

High speed

Good

No

Yes
for latitude

Magnetic compass

Yes
for correction deviation

no

Low speed

Bad

Yes

Yes
for variation

Periodic maintenance

Settling time

Tracking response

Accuracy

Magnetic influence

Correction

El compás satelitario JLR-21 continúa el éxito de su predecesor, alcanzando un nuevo nivel de 

rendimiento y estabilidad con numerosas nuevas funciones y mejoras. Este sistema se conoce 

también como 3D Dynamic Sensor™ y, además de información del rumbo, está diseñado para 

ofrecer datos de extremadamente precisión sobre el movimiento de los barcos en todos los ejes. 

Compensación de la oscilación vertical  
 El JLR-21 cuenta con función de compensación de la oscilación 

vertical integrada de serie. En condiciones oceánicas adversas con 

olas de gran tamaño, puede corregir el movimiento vertical del 

barco. Esto resulta especialmente útil para las sondas de pesca y 

los sonares de pesqueros en los que las olas de gran tamaño se 

compensan con una 

una precisión de 

hasta 20 cm, 

proporcionando un 

mejor potencial para 

capturas rentables.   

Sentencia      Datos 
AT                    Rumbo, balanceo, cabeceo 

HVE                  Oscilación vertical 

 

   
  

Alta velocidad de actualización
El JLR-21 soporta datos de velocidad sobre el fondo (SOG) y rumbo

sobre el fondo (COG). Los datos de posición, SOG y COG se

actualizan cada 200 milésimas de segundo (5 veces más rápido que

el modelo anterior JLR-20), proporcionando una alta precisión.

Datos
Rumbo, ROT, balanceo, cabeceo, osc.  vert.
Posición, SOG, COG  

Ciclo
Cada 20 milésimas seg
Cada 200 milésima seg  

Alta velocidad de seguimiento 
El compás satelitario tiene su origen como 

sistema para detectar la dirección, pero el 

JLR-21 va más allá. Proporciona una 

precisión de 0,5° en el rumbo. Nuestro 

modelo JLR-31 ofrece una impresionante 

precisión de 0,25°. La precisión de la 

compensación de la oscilación vertical es 20 

cm o superior y del balanceo y cabeceo en 

ambos modelos es de 0,5°. El seguimiento 

de la velocidad de giro (ROT) es de 45° por 

segundo.  

A la derecha se puede ver una 

comparación entre el modelo anterior 

(JLR-20) y el nuevo compás satelitario JLR-

21.  

 
Características  

Balanceo 

Cabeceo 

Veloc. Giro 

Posición 

Osc. Vertical 

Alta Vel. Actual.  

Reg. Travesía 

Guardia fondeo 

CCRP 

RMS 

Gráf. Tendencia 

 

JLR-20 

V 

V 

V 

V 

 

JLR-21 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

V 

JLR-21 Compás satelitario – un nuevo nivel de rendimiento y 
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JLR-21            GPS compass – a new level of performance and fe

Heave compensation
The JLR-21 has heave functionality built-in as standard. In rough ocean 
conditions (with high waves), the GPS compass can correct up and 
down (attitude), movement. This is especially useful for fish finders 
and sonars on fishing vessels where high waves are compensated for 

 
 
  

  
  
 
 
  

Interfaces
The new GPS compass integrates 5 independent working NMEA output ports, which allows for 
connection to a wide range of onboard navigation equipment, such as radar, plotter, autopilot, 
sonar or other navigation devices.

Trend graph
The new trend graph display 
mode shows a history of roll, 
pitch and heave and SOG as 
an easy-to-read graphical 
view. Selections can be 
made to show maximum or 
average results.

Measuring tool
The GPS compass allows calculation 
of distance and bearing between 
any two points, supporting Rhumb 
Lines (RL) for the short legs and 
Great Circle (GC) for long distance 
legs. Also, a trip log function comes 
standard for distance and heading. 

CCRP and 
Anchor watch
The JLR-21 has CCRP1 function 
incorporated, allowing the transfer 
of CCRP sentences to other onboard 
equipment and anchor watch alerts 
the watch officer of possible anchor 
dragging situations.

 
 

JLR-21 and IMO recommendations

High speed tracking
The GPS compass has its origins as a 
direction sensing system, but the JLR-21 
goes far beyond that. The JLR-21 provides 
heading accuracy of 0.5°. Our other model 
(JLR-31) has an impressive 0.25° heading 
accuracy.  Heave accuracy is 20 cm or 
better and roll and pitch for both models is 
0.5°. The tracking Rate of Turn (ROT) is 45° 
per second.

On the right a comparison between 
previous GPS compass model (JLR-20) and 
the new model (JLR-21).

RMS

      

Features
Roll
Pitch
Rate of Turn
Position
Heave
High speed update
Trip log
Anchor watch
CCRP
RMS
Trend graph

JLR-20
V
V
V
V

JLR-21
V
V
V
V
V
V
V
V
V
V
V

Data
Heading, rolling, pitching
Heaving

Sentence
ATT
HVE

Data
Heading, ROT, rolling, pitching, heaving
Position, SOG, COG

Cycle
Every 20 miliseconds
Every 200 milliseconds

Heave
OFF

Heave
ON

Standard in the box
∙ Display
∙ Antenna
∙ Cables
∙ Installation parts
∙ Spare parts
∙ Manual

Cables
∙ Power cable display 2 m
∙ Serial data cable 3 m
∙ Display to antenna2 10 m

Options
∙ Serial data cable 
∙ Beacon ext. cable   
∙ Flush mount kit  
∙ AC power rectifier 
∙ DGPS receiver 

CFQ-5374 (3 m)
CFQ-7250 (3 m data, 0,4 m pwr)
MPBC43664
NBG-320 
JLR-4341

See all options jrceurope.com ▸ 

Consistent Common Reference Point The cable length may vary depending on sales region.1. 2.

Features
The JLR-21 GPS compass continues the success of its predecessor, reaching a new level 
of performance and stability with many new features and enhancements. This system 
is also known as a 3D Dynamic Sensor™, which besides giving heading information, is 
designed to provide highly accurate information of the ships movement in all axis.

with up to 20 cm 
accuracy, providing 
better potential for a 
profitable catch. 

High speed update
The JLR-21 supports Speed Over Ground (SOG) and Course Over 
Ground (COG). The position, SOG and COG are updated every 200 
milliseconds (which is 5 times faster than previous model JLR-20), 
delivering high accuracy. 

Traditionally, the means used to measure the heading of a ship has been a mechanical gyrocompass and/
or a traditional magnetic compass. With the adoption of the new installation requirements in SOLAS-V, 
all passenger ships and all ships from 300 to 500 GT travelling international routes can now install a 
new technology directional sensor, the Transmitting Heading Device (THD).  JRC's new JLR-21 has been 
approved as both a THD and a GNSS (GPS). 

The approval allows for 
installation as a primary 
heading device on vessels 
up to 500 GT and for 
vessels over 500 GT, 
two or more could be 
installed as GNSS (GPS) or 
backup heading device 
depending upon flag/
class agreement. GPS compass

No

approx 2 min.

High speed

Good

No

No 

Gyro compass

Yes

about 4 hours

High speed

Good

No

Yes
for latitude

Magnetic compass

Yes
for correction deviation

no

Low speed

Bad

Yes

Yes
for variation

Periodic maintenance

Settling time

Tracking response

Accuracy

Magnetic influence

Correction

JLR-21 

– tecnología avanzada 

Modos de presentación  
El JLR-21 incorpora numerosos modos de presentación fácilmente 

seleccionables en un display LCD de 5,7 pulgadas de gran 

visibilidad. La iluminación del display es totalmente regulable y las 

teclas están retroiluminadas para facilitar la operación cuando la 
luz es escasa en el puente.  

Operación sencilla  

El diseño compacto del JLR-21 incorpora una interfaz intuitiva 

que proporciona ergonomía mejorada y facilidad de uso. La 

lógica de los controles y los excelentes menús en pantalla 
reducen considerablemente el period de formación de la 
mayoría de los usuarios.  

Diseño de la antena
 

El procesador está integrado en la antena. Al eliminar 

la alineación entre la antena y el procesador que 

precisan los sistemas separados, la configuración 

resulta más sencilla y se reducen los errores, así 

como el tiempo de instalación. Este concepto 

también reduce los costes de instalación porque se 

utiliza un único cable entre la antena y el display.

 

La superficie de la carcasa externa del nuevo sistema 
de antena de JRC es lisa. Este exteriorresbaladizo 

hace que sea casi imposible que lasaves se posen en 

la antena o que la nieve las cubra completamente. 

Para evitar posibles interferencias en la cobertura, el 

diseño de antena de JRC incorpora una capa de aire 

que reduce los posibles puntos ciegos, de manera 

que el rumbo es más preciso que con los sistemas 

convencionales. 
· Sistema de antena convencional 

 · Diseño de antena de JRC con alto rendimiento probado  

Instalación  y  mantenimiento  
El display del JLR-21 tiene un oñdise  compacto y se puede instalar 

cticamenteápr
 

en cualquier lugar. El sistema de 3 antenas es un oñdise exclusivo 
de

 
JRC

 
y

 
resulta mucho sám fiable que los sistemas de antena convencionales. El 

tiempo
 

de inicio del sistema es corto (menos de 2 minutos). Al no precisar 
mantenimiento, el coste de mantenimiento es menos costoso que en los 
giroscopios convencionales. 

NNN-21 

Sistema de Mantenimiento a Distancia (RMS)  
JRC puede supervisar de forma rentable el rendimiento y el funcionamiento del JLR-21 mientras se 

encuentra en el mar, reduciendo significativamente los costes de inactividad y mantenimiento. 

nóinformaci  en jrceurope.com/support ▸ 

nuevas características 
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JLR-21
– advanced technology

JLR-21
– features

Remote Maintenance System (RMS)
JRC has the ability to cost-effectively monitor performance and functionality of the JLR-21 while at sea, 
significantly reducing downtime and maintenance costs. More at jrceurope.com/support ▸

JLR-21            GPS compass – a new level of performance and features

Heave compensation
The JLR-21 has heave functionality built-in as standard. In rough ocean 
conditions (with high waves), the GPS compass can correct up and 
down (attitude), movement. This is especially useful for fish finders 
and sonars on fishing vessels where high waves are compensated for 

Display modes
The JLR-21 incorporates many display modes readily available on 
a highly visible 5.7 inch LCD display. The display is fully dimmable 
and the keys are also backlit, making it easy to operate in low-
light settings on the bridge. 

Simple operation
The compact design of the JLR-21 incorporates an intuitive 
interface, providing enhanced ergonomics and user friendliness. 
The logic of the controls and excellent on-screen menus will 
greatly shorten most users’ learning period.  

Installation and maintenance
The JLR-21 display is compactly designed and can be mounted virtually 
anywhere. The three-antenna system is exclusively designed by JRC, making 
it far more reliable than conventional antenna systems. The system has 
a short start-up time (less than 2 minutes). Maintenance is not required, 
making it less expensive to maintain than a standard gyro system. 

Antenna design
The processor is built into the antenna. Eliminating 
alignment between antenna and processor found 
in separate systems, therefore contributing to an 
easy setup with less error and significantly reduced 
installation time. This concept also reduces the 
installation costs as only a single cable is used 
between antenna and display unit.

The outer shell of JRC’s new antenna system has 
a smooth surface. This slippery exterior makes it 
almost impossible for birds to perch on the domes 
or for the antennas to be completely covered in 
snow.

Should something interfere with the coverage, JRC’s 
proven antenna design incorporates a layer of air 
that reduces possible blind spots, allowing for a 
more precise heading than conventional systems. 

High speed tracking
The GPS compass has its origins as a 
direction sensing system, but the JLR-21 
goes far beyond that. The JLR-21 provides 
heading accuracy of 0.5°. Our other model 
(JLR-31) has an impressive 0.25° heading 
accuracy.  Heave accuracy is 20 cm or 
better and roll and pitch for both models is 
0.5°. The tracking Rate of Turn (ROT) is 45° 
per second.

On the right a comparison between 
previous GPS compass model (JLR-20) and 
the new model (JLR-21).

RMS

· JRC proven high performance antenna design

· Conventional antenna system

NNN-21

Features
Roll
Pitch
Rate of Turn
Position
Heave
High speed update
Trip log
Anchor watch
CCRP
RMS
Trend graph

JLR-20
V
V
V
V

JLR-21
V
V
V
V
V
V
V
V
V
V
V

Data
Heading, rolling, pitching
Heaving

Sentence
ATT
HVE

Data
Heading, ROT, rolling, pitching, heaving
Position, SOG, COG

Cycle
Every 20 miliseconds
Every 200 milliseconds

Heave
OFF

Heave
ON

Features
The JLR-21 GPS compass continues the success of its predecessor, reaching a new level 
of performance and stability with many new features and enhancements. This system 
is also known as a 3D Dynamic Sensor™, which besides giving heading information, is 
designed to provide highly accurate information of the ships movement in all axis.

with up to 20 cm 
accuracy, providing 
better potential for a 
profitable catch. 

High speed update
The JLR-21 supports Speed Over Ground (SOG) and Course Over 
Ground (COG). The position, SOG and COG are updated every 200 
milliseconds (which is 5 times faster than previous model JLR-20), 
delivering high accuracy. 

JLR-21 

– funciones únicas 

Herramienta medición           CCRP y Guardia  de  fondeo       Gráfico de tendencias  
      El compás satelitario permite calcular la 

distancia y la demora entre cualesquiera  
dos puntos, y soporta l²neas 
loxodrómicas (RL) para tramos cortos y 

líneas ortodrómicas (GC) para los 

tramos largos. Además, cuenta con una 

función de registro de la travesía de 

serie para la distancia y el rumbo.  

 

   

 

   

   

  

  

 

   
     El JLR-21 incorpora una función 

CCRP1 que permite transferir 
sentencias CCRP a otros equipos 
abordo y la guardia de fondeo 
alerta al oficial de guardia de 

posibles situaciones de arrastre 

del

 

ancla.

 

 

  
     

    
    

   
 

      

    
 

   
  

 

  
 

Interfaces  
El nuevo compás satelitario integra 5 puertos de salida NMEA que operan de forma 

independiente para permitir la conexión de una amplia gama de equipos de navegación 

como radar, plotter, piloto automático, sonar y otros dispositivos de navegación. 

JLR-21  y  las  recomendaciones  de  la  OMI  
De forma tradicional, el medio utilizado para medir el rumbo de un barco ha sido un giroscopio mecánico y/o un 

compás magnético tradicional. Con la adopción de los nuevos requisitos de instalación de SOLAS-V, en todos los 

buques de pasaje y todos los buques de arqueo bruto superior a 300 pero inferior a 500 que efectúen viajes 

internacionales se puede ahora instalar un sensor direccional de nueva tecnología, el Dispositivo Transmisor de 

Rumbo (THD).  El nuevo JLR-21 de JRC ha sido aprobado como THD y como GNSS (GPS). 

   
Esta aprobación permite 

su instalación como 

dispositivo de rumbo 

primario en barcos con 

arqueo bruto igual o 

inferior a 500 y en 

buques de más de 500, 

se podrían instalar dos o 

más como GNSS (GPS) o 

dispositivo de rumbo de 

reserva, dependiendo de 

su pabellón o clase.
 

 

 

 

 

 

 

 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 

Compás Satelitario Giroscopio  Compás magnético  

Mantenenimiento periódico No Sí   

 

Tiempo de fijación Aprox. 2 min. Aprox. 4 horas No 

Resp. seguimiento Alta veloc. Alta veloc. Baja veloc. 

Precisión Buena Buena  Mala 

Influencia magnética No No Sí 

Corrección No Sí (latitude) Sí (declinación) 

Opciones 
· Cable serial datos 

· Cable baliza ext.  

· Kit mont. empotr. 

· Rectificador CA 

· Receptor DGPS  

 
CFQ-5374 (3 m) 

CFQ-7250 (3 m datos, 0,4 m alim)  

MPBC43664 

NBG-320 

JLR-4341 

Ver opciones en jrceurope.com ▸ 

1.  Punto Común de Referencia Constante 2.  La longitud del cable varía según la región de ventas. 

Alcance del suministro  

· 
Display

 

· Antena 

· Cables Cables 
· Piezas instalación ∙ Alimentación display 

· Repuestos ∙ Cable serial datos 
· Manual ∙ Display a antena2

 

2 m 

3 m 
10 m 

  

El nuevo modo de presentación de 

gráficas de tendencias muestra un 

historial de balanceo, cabeceo y 

oscilación vertical y SOG a modo de 

gráfico de fácil lectura. Se puede 

seleccionar la presentación de 

resultados máximo o promedios.

Para corregir desviación
Sí



JLR-21 

– tamaño y peso 
 

Display 

NWZ-4701 Peso 2,3 kg 
 

         85 mm     

 
 

142 mm 

 

 
20 mm 

   230 mm 
      268 mm 

 
 
 

70 mm 

 

 

Antena 

NNN-21 Peso 5,9 kg 

 

 

Procesador integrado 

 
561 mm 

285 mm 

 

 
    450 mm     

 

621 mm 

 

 

Diagrama del sistema 
 

NNN-21 (JLR-21) NNN-31 (JLR-31) JLR-4341 (DGPS) 

 

         or    

 

 

Cable sensor (10 m) 

 

 

 

     Alimentación 12V CC (para receptor DGPS) 
 

Alimentación (2 m) 
12V a 24V CC 

 

Cable serial datos (3 m) 

 
 

 

 

El alcance del suministro de serie 
puede variar según la región de 
ventas. 

Radar 

ECDIS/Plotter GPS 
Medidor Corrientes 
AIS  

Repetidor GPS 

 

 

 

     De serie 

     Opción 

 

 La longitud de cable máxima entre la antena y el display es 50 m. Para evitar ruidos o atenuación, el 
cable utilizado debe ser un cable apantallado multinúcleo. 

. 

 
 

5.7” 

Dimensiones para 
montaje empotrado 

Altura         116 mm 
Anchura     220 mm 

Profundidad  64 mm 



JMA-9172-SA 

 

JLR-21 

– especificaciones 
 
 

 JLR-21 

Aprobación OMI √ 

Tipo de receptor Multicanal todo-a-la-vista (12canales + 1canal SBAS) 

Frecuencia  1575.42MHz ± 1MHz (cód. C/A) 

Precisión de dirección 0.5º rms 

Resolución de display 0.1º 

Salida de resolución 0.1º o 0.01º (seleccionable) 

Velocidad de Giro de seguimiento 45º/seg 

Aceleración de seguimiento 1G 

Salida balanceo/cabeceo -60º a 60º 

Tiempo de inicio Menos de 2 minutos (inicio en caliente) 

Entrada DGPS RTCM SC-104 versión 2.0 (tipo 1, 2, 9, 16) 

Receptor SBAS Integrado (WAAS/EGNOS/MSAS) 

Función RAIM Integrada 

Precisión de posición 12m 2drms (cód. C/A, HDOP=<4, SA OFF) 

6m 2drms con corrección SBAS 

4m 2drms con corrección DGPS (conectado a un receptor de baliza) 

Display LCD 5.7 pulgadas, 320x240 píxeles 

Teclado y retroiluminación 12 teclas, LED (display y teclas) 

Niveles de Dimmer 4 niveles (brillo, medio, oscuro, off) 

Modos de presentación Rosa náutica, Aproamiento, Navegación, ROT, Velocidad sobre agua/fondo, Gráf. tend., Cálculo, Estado GPS 

Puertos de salida 5 puertos NMEA0183 independientes 

Versión NMEA0183 1.5, 2.1, 2.3 

Velocidad de transmission 4800, 9600, 19200, 38400, 57600 bps 

Intervalo de salida 20ms, 25ms, 50ms, 100ms, 200ms, 500ms, 1s, 2s, 3s, 4s, 5s, 6s, 7s, 8s, 9s 

Sentencia1
 IEC61162/NSK (compartida) 5 puertos (salida AD10: 2 de 5 puertos) 

Salida IEC61162: HDT, THS, ROT, ZDA, GGA, VTG, RMC, GBS, DTM, GSA, GSV, GNS, MSS, GST, GLL, ALR, ATT, HVE 

Entrada datos corriente 1 puerto (CUR, VBW) 

Señal contacto de alarma 2 puertos (salida alarma), 1 puerto (entrada de ACK) 

Impulso de LOG 1 puerto (off, 200p/nm, 400p/nm) 

Alimentación 12V a 24 V CC (-10% to +30%) 

Consumo 12 W (incluido sensor), 6 W (excluido sensor) 

Condiciones ambiente -15° a 55°C (operación), -25° a 70°C (almacenamiento) 

Estanqueidad IPX4 (display), IPX6 (sensor) 

1. Sentencias seleccionables según versión. Las sentencias ATT y HVE se pueden fijar en ciclos de salida de 25ms, 100ms, 
200ms, 1s, 2s solamente. Las mismas combinaciones de sentencia de salida, tasas de bits e intervalos de salida pueden no 
ser posibles. 
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